
Coordinates:

Stack Parameters

•

•

Fugitive Release Parameters

Height of release:  The height (in feet) above ground where the 

emissions occur.  This may be zero.

Type of Release:  Select the most appropriate type based on the configuration of the stack, vent, 

chimney, etc.  Choose "Fugitive" for fugitive emissions or leaks.

Fill out this section if this is a location of fugitive, pit or area 

emissions.

Distance from Fenceline:  Enter the distance in feet from the nearest fenceline or property line of the 

plant/campus.

The flow rate can be omitted if the velocity is filled in and vice versa.

Emission Point/Process ID: The identifier in the plant's operating permit for this "emission point" (a 

process, piece of equipment, grouping of equipment, or component of a process)

The "Page Identifier" box at the very bottom is a place where you can enter your own identifier for this 

copy of this form among other pages in your emissions inventory submittal.

Instructions for Form E91 - Emissions Release Point

Fill out a copy of this form for each stack/chimney/vent and for each location at which fugitive, pit or 

area emissions may occur.  Multiple fugitive emission points can be combined if the same pollutants are 

emitted and the locations are within an area of less than 100 feet square.

Fill out this section if this is a smokestack, chimney, vent or similar controlled release point.   

Enter either latitude and longitude or  Universal Transverse Mercator (UTM) Zone 16 coordinates.  

Latitude and longitude are preferred.  Latitiude and longitude should be in degrees, minutes and decimal 

seconds.  UTM coordinates should be in meters.

Release Point Identifier: This is a unique number, name or designation for this stack, chimney, etc.   If 

no identifier is assigned in the operating permit, assign one, such as "Stack 1".  Use the same identifier 

in allocating emissions from an emission point on Form 90.

If the stack is round, fill out the stack diameter and leave the width and length blank.  Otherwise, 

leave the diameter blank and fill out the width and length.

Width (E-W):  The extent of the fugitive emissions area in the 

direction nearest to east-west, even if it is larger than the north-

south dimension.

Length (N-S):  The extent of the area in the direction nearest to 

north-south.

Angle from N-S: The angle from true north of the north-south 

dimension of the fugitive emissions area (see illustration).  

Clockwise is positive; the number must be between 0º and 179º.
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Plant ID:  Emission Year:  

Company Name:  

Emission Unit:

Emission Point/Process ID:

Release Point Identifier:

Type of Release:

Release Point Description:

Coordinates: Enter either latititude and longitude or  UTM Zone 16 coordinates.

Degrees Minutes Seconds

Latitude (North): 38

Longitude (West): 85

UTM Easting:  m Northing:  m

Distance from Fenceline:  ft

Stack Parameters

Stack Height:  ft

Stack Diameter:  ft OR   Width: ft    Length:  ft

Exhaust Gas Temperature at Stack Exit:  °F

Gas Exit Velocity:  ft/sec

Gas Exit Flow Rate:  ACFM

Fugitive Release Parameters

Height of Release:  ft

Width (E-W):  ft           Length (N-S):  ft

Angle from N-S:  °

Form Completed by: Phone #:  

E-Mail Address:

Page Identifier: 

Louisville Metro Air Pollution Control District

Form E91 - Release Point

Please read the instructions carefully before filling out the form.

Vertical

Horizontal

Goose Neck

Vertical with Rain Cap

Downward-facing Vent

Fugitive, Area or Pit
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